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*k Please activate your warranty:http://www.MyLumens.com/reg . 3.1VC-HDTX
Front Panel -
* To download multilingual manuals and Quick Start Guide, please visit rontrane 1.Status Indicator
Lumens™ website at:http://www.MylLumens.com/support.php . B "o 2 Power Indicator
% To ensure successful installation, please be sure to follow each of the following - o> © -

steps.
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This HD camera has been tested and found to comply with the limits for a Class A digital device, pursuant to Article 3 . 3 I n d i cato r I n t ro d u cti o n
15-J of FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a
commercial installation. . . . .
Indicator Status Description Indicator Signals
This digital apparatus does not exceed the Class A limits for radio noise emissions from digital apparatus as set out
in the interference-causing equipment standard entitled "Digital Apparatus,” ICES-003 of Industry Canada. .
gequip gttelApp Y Power Off No Light
Cet appareil numerique respecte les limites de bruits radioelectriques applicables aux appareils numeriques de POWER
Classe A prescrites dans la norme sur le material brouilleur: "Appareils Numeriques,” NMB-003 edictee par In Use Green light stays lit
I'Industrie.
Standing by and unconnected No Light
[ _EN STATUS
) ) ) ) ) o ) o Connected to HDBaseT and Monitor Red light stays lit
Warning: Operation of this equipment in a residential environment could cause radio interference.
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4.1 Camera Connection with VC-HDTX/VC-HDRX

4.1.1 Single Camera Connection

Device List
eLumens Camera

(such as VC-AB0S.VC-A50S,VC-G30,VC-G50...) X1
o\/C-HDTX(Optional) x1
oV/C-HDRX(Optional) x1
o\/S-K20(Optional) x1
eMonitor x1

4.1.2 Multi-Camera Connection

Device List
eLumens Camera

(such as VC-AB0S.VC-A508,VC-G30,VC-G50...) X1-7
o\/C-HDTX(Optional) x1-7
o\/C-HDRX(Optional) x1-7
oVV/S-K20(Optional) x1
eMonitor x1
oVC-ACO7 x1-6

e /
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Monitor or .
onitor Q HDMI Switch
VS-K20
Single HDMI Cable I I HDMI Cable
Connection
HDMJOUT vscan e HDMJOUT vscan .
RS-422 Cable = o [o) = o o
@ Controller End @ Controller End
@ DCiN @ CAE ze_ljen N ®| IR Receiver &] DCiN @ CAE iiljaﬂ N ®| IR Receiver
P dapt 1
VC-HDRX CATSe/6/7 < oweradapter VC-HDRX CATS5e/6/7 ]
Transfer Cable Transfer Cable
(POE+) (POE+)
DVI Cable DVI Cable
1 1
@ CAMERA PORT® DV[IN_CAT Se/pi7 OUT] @ CAMERA PORT © DV{IN_ CAT Selp/7 OUT
ofF=tedo @ \ ofe=)o © ©
Camera End Camera End
I VC Remote l VC Remote
VC-HDTX Control DC12V Cable / RS-422 Cable/ IR emitter VC-HDTX Control

DC12V Cable / RS-422 Cable/ IR emitter |

(3-in-1 adapter) (3-in-1 adapter)

VC-ACO07 VC-ACO07

* CAT5e/6/7 Transfer Cable shall comply with F/UTP Regulations.
* When the signal resolution is up to 4K or the connection distance is up to 100 m, please use CAT7 Transfer Cable.

* Please use Lumens PTZ camera power adapter for VC-HDRX.
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4.2 VC-A70H Connection with VC-HDRX

4.2.1 Single Camera Connection 4.2.2 Multi-Camera Connection
Device List Device List
oVC-A70H x1 oVC-A70H x1-7
oV/C-HDRX(Optional) x1 oVC-HDRX(Optional) x1-7
o\V/S-K20(Optional) x1 o\/S-K20(Optional) x1
eMonitor x1 eMonitor x1

oVC-ACO07 x1-6
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‘ T E—
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CAT5e/6/7 Transfer Cable VC Remote CAT5e/6/7 Transfer Cable VC Remote
| (POE+) Control | (POE+) Control
L — 74_ _I
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* CAT5e/6/7 Transfer Cable shall comply with F/UTP Regulations.
* When the signal resolution is up to 4K or the connection distance is up to 100 m, please use CAT7 Transfer Cable.

* Please use Lumens PTZ camera power adapter for VC-HDRX.
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